
Quality you know,  
Performance you can trust.

Interior/Exterior
High Performance Coatings

ENDURA SERIES

SPECIALTY



Metal Masonry WoodDrywall

is a line of a high performance, interior and exterior 
coatings formulated with excellent chemical and 
corrosion resistance, and superior adhesion.

is a high-performance, interior, ultra-low VOC, pre-catalyzed, 
water based, single component epoxy, intended for use where 
extra durability and chemical resistance is required.

Chemical Resistance Test Method: The test coating is applied to white scrub panel with a 3 mil bird bar and cured for 7 days. After 7 days, the panels is tested for its chemical resistance to Fantastik, Isopropyl Alcohol, and bleach. Each 
chemical is applied using a 1 inch double over cheesecloth soaked with 1 mL of solution. The cheesecloth is placed over the index finger and the panel is rubbed for 50 cycles in a circular motion. After chemical are applied the film is examined 
for any lifting, wrinkling or other defects. Picture shown above demonstrates the results of testing for a solution of 70% Isopropyl alcohol.

ENDURA SERIES

ENDURACAT®

:: Excellent chemical and stain resistance
::  Superior adhesion
::  Mold and mildew resistance

All test examples are high resolution photographs of the actual test results. The tests were conducted by Dunn-Edwards Laboratories and can be viewed at the Corporate Office by appointment.

Chemical Resistance
In testing versus competitors, ENDURACAT® shows superior resistance to film damage such as blistering and peeling when exposed 
to harsh chemicals.

NATIONAL BRANDENDURACAT® Semi-Gloss



Metal SteelPipes

See the ENDURA SERIES
difference for yourself

Accelerated Corrosion Test Method: Coatings are applied to a 4 inch by 6 inch dull finish steel panel using a standard drawdown bar to a uniform film thickness of 1.5 to 2.0 mil dry per coat. After drying, a second coat is applied at the same 
thickness bringing the total film thickness to 3.0 to 4.0 mils dry. After the drying period, all panels were checked for mil thickness and scribed (cut into) with a four inch “X” on the face of the metal panel using a box knife. After scribing the 
panels, each set was placed into a salt fog chamber where the panels were subjected to a corrosive environment for 504 hours. Note: For the topcoat corrosion tests, panels were primed with the recommended metal primer for the competitive 
samples and with the ENDURAPRIME for the ENDURA-COAT.

Accelerated Corrosion
In comparison tests, we applied a single, 2 mil dry coat of ENDURAPRIME® and leading rust inhibitive primers on ferrous metal. 
ENDURAPRIME® clearly beats the Regional and National Brands, as their primers show significant rust and corrosion development.

ENDURAPRIME® Regional Brand National Brand 1 National Brand 2

ENDURAPRIME®

::  Early flash rust resistance at high humidity
::  Superior corrosion resistance on ferrous metal
::  Fast drying

is a high performance, interior/exterior, rust preventative, acrylic metal 
primer formulated to provide excellent early flash rust resistance for 
quicker return to service.
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is a line of high performance, interior/exterior, low VOC, water-based acrylic 
Industrial Maintenance Coatings with excellent adhesion and corrosion 
resistance. It can be used on properly prepared and primed metal, wood, 
masonry, plaster or drywall. For professional use only.*

::  Outstanding corrosion resistance and adhesion
::  Direct to metal application

ENDURA-COAT®

Adhesion Test Method: Paint is applied using a 3 mil drawdown to a standardized substrate and allowed to dry for 24 hours at room temperature. After 24 hours, two crosshatch patterns are made, one on the left for dry adhesion and one on the right for 
wet adhesion. A paper towel is then cut into 1”X1” square and allowed to soak into the film for 10 minutes and then removed and the test area is blotted dry to remove excess water. The film is allowed to dry for 30 minutes. A permacel tape is then cut into 
approximately 3” long pieces and placed in the center of the cross hatch and smoothed out. The tape is then removed by seizing the free end and pulling it off rapidly back upon itself at an angle as close to 180 degrees as possible. The process is repeated on the 
dry adhesion crosshatch. After the tape is removed the crosshatches are evaluated and rated. *For Professional Use Only. Not for residential use. (See PDS for SPECIAL INSTRUCTIONS re: Within SCAQMD.)

Accelerated Corrosion
In comparison tests, we applied ENDURA-COAT® and leading competitors on steel. ENDURA-COAT® clearly beats the National Brands, 
as their paints show significant rust and corrosion development.

Adhesion
Good adhesion means the paint sticks to the substrate allowing for better protection of the painted surface. ENDURA-COAT® does a 
better job at sticking to steel, as the competition is more prone to peeling, especially when exposed to moisture.

ENDURA-COAT® Semi-Gloss National Brand 1 National Brand 2 National Brand 3

ENDURA-COAT® Semi-Gloss National Brand 1 National Brand 2 National Brand 3



As a painting contractor, your business 
depends on your reputation. That’s why you 
choose quality paint to do the best possible 
job. Dunn-Edwards understands this. 
That’s why we focus on providing the best 
performing products.

Ask any professional painter and they will 
tell you, Dunn-Edwards is their number 
one choice of paint. In an independent 
survey, licensed painting contractors in Los 
Angeles, San Diego and Phoenix were asked 
what paint they would use on their own 
homes.

The overwhelming choice: Dunn-Edwards.* 
The reason cited? Superior quality!

Our paints are formulated using only 
the highest quality ingredients for 
optimal performance. In addition, our 
representatives provide an unmatched 
range of services from color selection to job 
site walks.

We recognize that our relationship with 
paint contractors is based on more than 
what’s in a can of paint. We stand ready 
to provide the best product and service to 
support your business.

*Based on an February 2015 survey of licensed painting 
contractors in the Los Angeles, San Diego and Phoenix 
areas, conducted by Options Market Research.

THE #1 CHOICE OF
PAINTING PROFESSIONALS®

“Our company has used Dunn-Edwards  
for the past 20 years. In addition to  
excellent service, they have the best  
performing paints and color selection  
in the industry.”

Frank Rodriguez, Owner
Navajo Contractor Inc.
Los Angeles, CA

A GREEN LEGACY, A GREENER FUTURE.
Dunn-Edwards has a green legacy that makes us proud and inspires us to do more.
We are firmly dedicated to the principle of eco-efficiency, which we define as the 
ability to satisfy human needs in ways that minimize adverse impacts on energy 
and material resources, environmental quality, and human health and safety.
The ENDURA Series is yet another example of this commitment.

VOC AND RAVOC RATINGS
ON EVERY LABEL
Dunn-Edwards is the first paint company to label its 
products with RAVOC ratings — Reactivity-Adjusted 
VOC Content — a better way to measure potential air 
quality impacts of coatings. To learn more about RAVOC 
ratings visit dunnedwards.com/RAVOC.

LEED® GOLD-CERTIFIED PAINT 
MANUFACTURING FACILITY
In 2011, Dunn-Edwards opened the world’s first and 
only LEED® Gold-certified paint manufacturing facility 
in Phoenix, AZ. Encompassing manufacturing, product 
development, quality control and more, the 336,000-sq. ft. 
facility is designed to be the greenest in the industry.
“LEED”and related logo is a trademark owned by the U.S. Green Building 
Council and is used with permission.

PRODUCTS BEARING THIS LOGO ARE 
EG-FREE™ AND TAC/HAP-FREE
Ethylene Glycol (EG), a solvent often used in water-based 
paints, is listed as a Toxic Air Contaminant (TAC) and 
Hazardous Air Pollutant (HAP). In 1983, we were the first 
in the industry to voluntarily replace EG with Propylene 
Glycol, a non-toxic alternative “generally regarded as safe” 
by the FDA. Also, every Dunn-Edwards product with the 
EG-Free logo is formulated without any other TAC or HAP, too.
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